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1. A Picture:

2. &4k drawing:
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3EE#H *sl'component material 4&?&%& performance parameter

Ecf+&Componen Mitmaterial I Hitems S ¥ parameter
t name
HUE L 3V-780V DC or AC
AT PC 98 Kl Rated voltage
lens PC plastic Wi 20mA
g7 H59 ¥4 or 204 AEEEN rated current
Metal body H59 brass or 204
stainless steel WE & 0.2W
e T10 A%L4N rated power
wahser T10 Cold Rolled Steel Y6 257l K 1800V
B 7K Pl SIL #E BR Tnsulation and
rubber ring SIL silica gel voltage resistance
TAEHr 100000h
W H59 % 4 working life
nut H59 nickel plated brass T —
- AT 1000007
AT 2 PAGOFILIJE T2 Lot A Tlml. . .
housing PA66 nylon erectrical tiie
TR LED i} 7€ -40°C
Light source LEDJT cold-resistant
i SRR
) , i 4 80°C
Resistor Metal film L
heat-resisting
T PVC AWG22 0. 3mm?
Cable
EEas
plug—in
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4. Detailed Picture :

5.LED Specification:

B Emitter 7/ & B
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B Absolute Maximum Rating 1R T{ES#{
e 15 B L WERS
Parameter Symbol Unit Maximum Rating
quz?gig;%ggon P MW 60
Continu%)%l% Eorru:]N%;(}ilLCurrent IF MA 25
Rev)ezrsﬂeE\E/gIEtage VR \Y 5
Operating Te;rﬁp%?gture Range Top C -25 to +80
Storage ?girﬁ%gFél’%ure Range Tst C -25 to +90
Solderlng jtl'eztﬁlwﬂpnerature Tso C 260 (for 5 second)
*Ifp Conditions: Pulse Wide<10msec<1/10 Mk 1]k e P

*Tsol Conditions:3mm from the base of epoxy bulb H & FEHEIL AR 3mm

Typical electrical-optical
Characteristics curvers
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MNotes:
The data are an typical preserlation

of the product, Contact custormer
service for details of technical
informration and warranty.

The product is sensitive to static

atti static operation ensrirontnent is
recommended
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B Typical Optical/Electrical Characteristics Y6EB4F 4 S

Color é&;ﬁiaizeters Op’[ic:ajlllﬁ I;Lri%ltness 0.00 cd/m?2
Main Viv%\z/zength 520.7.0 nm |i9h;ﬁigée}§f13ity 1000 mcd
colourézz;%ixtes Xy (.1404.7126) Iumiggjluﬁ;s&;ffzicacy 56.81 Im/W
colouréﬁ;(/j?\izle\a/tles u'v' (.0498.5690) fonAI/Ea[rg Ecél;}%ent 20.00 mA
COlgér@%rity 0.758 alterr;;)i?g% \J/jglltage 492V
Color tgﬂ%erature 8400k Q%Eé’ge% 0.084 W

Notes:

1.Work absolute ratings Ta=25°C humidity=60% _LA/EH# #{E 1EE=25°C {EE=60%
2.Tolerance of measurement of forward voltage+0.1V IE [7] B 17 2275 [H+£0.1V

3.Test Machine: SSP6612 series LED test system
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REF. i Number of
Type Test ltem Standard Test Condition Note Damaged
Temperature JIS C 7021 -20°C—25°C—80°C— 25°C 0/100
m Cycle (1997) A-4 30mins,5mins,30mins,5mins 100 cycles
2 High Humidity | JIS C 7021 30°C—65°C
»n= 0/100
|y Heat Cycle (1997) A-5 90%RH 24hrs/1cycle 10 cycles
€ S | High Temperature | JIS C 7021
g3 |9 P _age 0/100
38 Storage (1997) B-10 Ta=80°C 1000hrs
® o Humidity Heat JIS C 7021 Ta=60°C
2 Storage (1997) B-11 RH=90% 1000hrs 0/100
Low Temperature | JIS C 7021 0/100
Storage (1997) B-12 Ta=-30°C 1000hrs
o
kS _ JIS C 7035 Ta=25°C 0/100
;;31 Life Test (1985) [F=20mA 1000hrs
S High Humidity . 60°C RH=90% 0/100
1 Heat Life Test [F=20mA 500hrs
Ke]
c
8 | Low Temperature Ta=-20°C 0/100
® Life test * F=20mA 1000hrs
Resistance to JIS C 7021 Tsol=260 + 5°C,10sec _ 0/20
S Soldering Heat | (1997) A-11 | (3mm from the base of the epoxy bulb) 1 time
g 9
e S
§ S - JIS C 7021 Tsol=235 + 5°C,5sec 1 time 0/20
o Solder ability (1997) A-2 (Using flux) (over 95%)
<
(0]
Lead Pull/Bend | JIS C 7021 Load 2.5N (0.25kgf) No noticeable 0/20
Test (1997)A-11 0°—90°—0° Bending 3 times damage
LED LAMP RELIABLITY

e Test Items And Results
* Refer to reliability test standard specification for in this line.

® Criteria for Judging The Damage

Criteria for Judgment

Item Symbol Test Condition

M in. M ax.
Forward Voltage VF [F=20mA Initial data x 1.1
Reverse Current Ir Vr=5V Initial data x 2.0
Luminous Intensity Iv IF=20mA Initial data x 0.7
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6. Resistor Specification ( RMS 1/4W 200kQ):

- -
SR
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B CHARACTERISTICS T 88

ITEM Im H SPEC N #& REMARKS 51
Loac e pader Ligh o JISC5201-1  Ratedvoltage at 70°C for 1,000 hours
e i (4.25.1) EE BE70C 1.000 AT
BB T Tar A an s :

. . . JIS C 5201-1 Rated voltage at 407 95% RH for
Load life under high lnmmidity L5, 1.000 hours

2 e A o
MR 22 e 27 4.24) FNIE B E40TC.95% RH 1000458+

< 1K==+3500 PPM/C

s (57 i + ; .
=< 100KQ=2300 ppm/C JIS C 5201-1  Roomtemp. + 100, 30min

Temp. coeff ofresistance

Ea=| Pk (=] AN
BEFRE 100K 0=2200 ppm/C =il + 1007, 30544
Short time overload 1% JIS C 53201-1 6.25 times the rated power for 5 seconds
FORT[A)L 1A 157 ' (4.13) 6. 23S EETNEE 57
. JIS C 5201-1 5 cyeles for 25T 23T (30min); room
Temperature cveling 1% feitps (30min)
= g d saph | 0111]11
BEIRIT (4.19) ~ +857T+37 (30min) room temp. (30mimn)
Resistance to soldering heat i 7IS C 5201-1 2600°+5C for 10 seconds(IF431E)
y e e - (4.18) 350 =107C for 3.5 seconds(FIF48)
Insulation resistance JIS C 5201-1 500 volt Insulation test 1mm

445 haaMe @.6.1.1) 500 VEBERI R B FE 144
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mThe following discharge cvele is
repeated in the circuit ofthe left fig.
2.5 sec. ON 2.3 sec. OFF 30 cvcles.

10K 5w
Pulse withstanding voltage 190% ‘t With following DC pulse test voltage
B = pc WL o< m Pulse voltage:1/6W,S1/4W: 3KV,
[soueee T Z1/4W: 100KQ: (3KV);
100KQ-620KQ: (3EV); = 620K
Q: (10KV)
DERATING CURVE
BEDETHRGR
Agl o0 — . — d
!‘;{- :’é 3[_1: ?\"x\ — =_TL
= o AN EEW W
3 20 : SN ]
- ' . ¥+
-56 0 20 40 607080 100 120 140 160
Ambient Temperature (2 )
EEEEC) Warious tyvpe of fonming & taping are awvailable

EHIEENERESTE
Coating color: BMULAW EMULEW + darkblue, other » pink -
FHEEIE  RMULAW RMUL6W S & B il & -

B CHARACTERISTICS ¥ #E

Iodel Power Resistance | Maxinnm | Dielectric
. : Withstandi . .
A= Rating | Range E-24 | Working : ;;'n Dimension % ~] (mm)
EEIE | PH{EEME | Voltage | Voltage
E i
B 1= 15 FH
WY 9] ; : L D 1 d
(W) i [E it EE & o ®
EMUL/4W
% 1/41/2 | 1062 ~ <1000 16008 TO0N 60 3 24201 282 0.6£0.05
BMS1/2W
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